Measurement Record of
Equipment Used With OPTIMIST

Notes:

These forms shall be completed, after :

full measurement of the item concerned,

ONLY by measurers recognised by
National Sailing Authorities or, where :

permitted by the National Sailing
Authority, by the National Class
Association.

If any foil which has been measured is :
later sold separately from the hull, the
related measurement form should be :

detached and supplied with the foil.

If you need to have new foils measured,
additional forms can be downloaded
from webpage:
www.optiworld.org/
newfoilform.html

Maker and Identification Number:

Signature of Measurer:

Name:

Date:

Stamp (if used):

-----------------------------------------------------------

-----------------------------------------------------------------------------

Maker and ldentification Number:

Signature of Measurer:

Stamp (if used):

Rucdder

Name:
NOTE TO MEASURERS:
MEASUREMENT FORMS, showing :
items to be measured, can be down- : [pate
loaded from website: :
www.optiworld.org/
04foilmeasurement.pdf
BUOYANCY TESTS . —
: : Name & Organisation:
Buoyancy tests must be conducted at Date Signature g
not more than twelve month intervals by
a measurer or responsible club officer. |=l\ ] "
: B! - W & Organisatign:¥a ' " (&
- pate ) Srfm; \ | r] (““\ g] — I'.\
For the correct method of conducting a ) ~ 8 i wa e J §
buoyancy test see CR 3.2.7 available on
webpage: _ Date: Signature: Name & Organisation:
www.optiworld.org/
2004CR.pdf




